
ULTRIQ Configurator: 

ULTRIQ BORE SIZE MOUNT STROKE ROD TYPE SEAL TYPE OPTIONS 
(ALPHABETICAL) 

The order number configurations is as follows: 

Q 10 T 0.50 F. V. FG. 

Q - DOUBLE 

ACTING SINGLE 

ROD 

 

QX - SPRING 

EXTEND 

 

QR - SPRING 

RETURN 

 

QD - DOUBLE 

ROD 

10 - 1” 
 
15 - 1.5” 
 
20 - 2” 
 
25 - 2.5” 
 
30 - 3” 
 
40 - 4” 
 

STANDARD 
THRU HOLES 
(LEAVE BLANK) 
 

THREADED      

T- ALL             

T1 - FRONT    

T2 - REAR 

HEAD SCREW 

CLEARANCE 

HOLE              

H - ALL           

H1 - FRONT     

H2—REAR 

 

P - PIVOT 

MOUNT            

P1 - PIVOT 

MOUNT 90° 

 

STROKE 
LENGTHS (IN.): 
 
0.25 
0.375 
0.50 
0.75 
1.00 
1.25 
1.50 
1.75 
2.00 
2.50 
3.00 
3.50 
4.00 
 

F - FEMALE, 
FINE THREAD 
 
M - MALE, FINE 
THREAD 
 
FC - FEMALE, 
COURSE 
THREAD 
 
MC - MALE, 
COURSE 
THREAD 
 

STANDARD 
BUNA-N (LEAVE 
BLANK) 
 
V - VITON® 
 
L - LOW    
FRICTION 
 

GREASE       
STANDARD (LEAVE 
BLANK) 
 
FG - FOOD GRADE 
 
PM - PISTON  
MAGNET 
 
X - EXTENDED 
LENGTH ROD 

Example: 

Q10T-0.50-F.V.FG 

ULTRIQ  CYL 1.00 IN BORE 0.50 IN STROKE, DOUBLE ACTING, SINGLE ROD, COUNTER BORE THRU MOUNT 

HOLES, FEMALE FINE THREADED ROD, VITON® SEALS W/QUAD RING ROD/PISTON SEALS. 

Call Toll Free:      1.800.428.1974   U.S./Canada             

Phone:                1.715.426.2000 

AskWCB@WCBranham.com                                                  

www.WCBranham.com 


